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Workroom Customer;  
 
Forest Group USA offers a unique approach to drapery workroom automation. 

We have partnered with Eisenkolb and ASCO to offer our clients a variety of solutions to 
better manage their workroom. Microflex Pin technology and fabric handling machines 
increase your productivity. Forest Group offers sales and service covering all aspects of 
drapery construction. 

AGA-2200 Inspection and Cutting Machine    
Fully Automatic Vertical inspection and cutting machine for draperies 
 Detail Overview  
·  AGA: Cutting draperies to their final drop 
·  AGA: Double rod system for cutting of face and lining fabric together 
·  AGA: Marking device for drapes. Blinds & shades   
AGA-2200 DP series, model w/ spring clamps 
Ergonomic Features: 
·  Standing position for greater efficiency less stress and strain 
·  28” (70 cm) raised cutting section for operator ease and efficiency  
Mechanical Features: 
·  Computerized vertical table with direct control LCD data input panel box 
·  Produces precise and straight height cutting of multiple panels over 32 feet wide 
·  Complete machine height up to 20ft, (net cutting height is 14’ 10”)   
·  Rigid steel beam with spring clamps; optional pneumatic clamps available 
·  Slide on free floating tube for bottom hem hanging; optional double bar available 
·  Includes a pull in bar to process Euro hem (lead cord) product   
·  Photocell controlled knife-section, self sharpening blade mechanism included. 
AGA Production Notes: Can inspect and cut up to 640  panels per day weighing up to 250lbs  

Standard  Clamps Gross  Width Net Cutting Width   

735 cm (289”)= 24’ 600 cm (236”)= 19’    

860 cm (338”)= 28’ 725 cm (285”)= 24’    

Pneumatic Clamp Gross Width Net Cutting Width   

735 cm (289”)= 24’ 600 cm (236”)= 19’   

860 cm (338”)= 28’ 725 cm (285”)= 24’    
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ACP-2200 Conveyor Table  
Tape Attaching Panel Joining Safety Stitch Machine      
    

Detail Overview:  
        

• ACP: Pattern-matching joining of face-fabric panels    
• ACP: Panel-joining of lining 
• ACP: Panel-joining of interlining 

 
 

ACP-2200: 
 

Ergonomic Features: 
·  Standing position increase efficiency reduces stress and strain 
·  All controls within easy reach: reduces worker fatigue 
·  Fully synchronized 18’ conveyor belt saves time handling large and heavy fabrics 
·  Autonomous sewing sequence saves time by reducing worker involvement 
·  Sewing machine section easily extends for quick access to adjustments and maintenance 
Mechanical Features: 
Fitted with Brother high speed 2-needle, 4-5 thread V-Series safety-stitch machine with adjustable 
top/bottom feed.  
Fully automatic panel joining, tape attaching and serging machine  
·  Synchronized upper and lower feed provides precise pattern-matching of fabric-panels 
·  Top & bottom feed rollers produce tensionless fabric handling and exact pattern matching   
·  Automatically feeds and attaches Buckram tape and serging in one operation   
·  Guarantees excellent sewing results of a wide variety of drapery fabrics 
Optional; Advanced dual-version  cloth-guiding system with independent adjustable (2”) pneumatic 
guides 
·  Handle fabrics with uneven selvedges, obtaining optimal pattern-matching sewing results 

 
ACP Production Notes:  

Can join or hem over 450 Panels a day. 

·  Measurements: 18’ x 5.25’ 
·  Electrical 220v 1 phase 15 amps 
·  5 bar compressed air required   
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BCP-2200 Conveyor Table  
Automatic Chain Stitch Blind Stitch Drapery Hemming Machine    

 
 Detail Overview:  
• BCP: Blindstitching lower hem face-fabric 
• BCP: Blindstitching lower hem lining         
• BCP: Blindstitching side hems (Face-fabric & Lining together) 
 

Ergonomic Features: 
·  Standing position increase efficiency reduces stress and strain 
·  All controls within easy reach: reduces worker fatigue 
·  Fully synchronized 18’ conveyor belt saves time handling large and heavy fabrics 
·  Autonomous sewing sequence saves time by reducing worker involvement 
·  Sewing machine section easily extends for quick access to adjustments and maintenance 
Mechanical Features: 
·  Equipped with Treasure high-speed 1-thread Chain stitch blindstitch fabric-hemming machine 
·  Upper feed and bottom-feed produces equal and consistent dimensional hems 
·  Top & bottom feed rollers produce tensionless fabric handling  
·  Fully synchronized 18’ long conveyor belt increases daily output 
·  Machine equipped with 2 multifunctional air-type hemmers customized to customer’s 

specifications 
·  Hemmers can be utilized for single and double hems 
·  Start/stop-cords along the entire operator-side pneumatic fabric guiding system; with separately 

adjustable upper/lower layer guides to offer quick & flexible changes up to 2”  
Optional : Extended pullers to process lower hems up to 180mm (7”)  

Production Notes for the BCP:  

·  Can hem over 450 Panels a day. 
·  Measurements: 18’ x 5.25’ 
·  Electrical 220v 1 phase 
·  5 bar compressed air required 

 
BCP:  
Includes folders for air injected hemmers 4” double  and 1 ½” hems   
Or specify your exact hem requirements  
 
BCP option: 
With extended pullers for Hems up to 150mm (5.9”)  
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CCP-2200 Conveyor Table  
Automatic Lockstitch Hemming Machine         

Detail Overview:        
• CCP: Pattern-matching joining of fabric panels    
• CCP: Hemming 150mm-up to 180mm with option 
• CCP: Roman Shade Construction 
 

CCP-2200: 
 
Ergonomic Features: 
·  Standing position increase efficiency reduces stress and strain 
·  All controls within easy reach: reduces worker fatigue 
·  Fully synchronized 18’ conveyor belt saves time handling large and heavy fabrics 
·  Autonomous sewing sequence saves time by reducing worker involvement 
·  Sewing machine section easily extends for quick access to adjustments and maintenance 
Mechanical Features: 
Fitted with high speed 1-needle, lockstitch top/bottom feed with auxiliary puller feed, offering excellent 
hemming results up to 150mm (6”).  
Fully automatic panel joining and hemming machine very flexible for creating Roman Shade tunnels 
of various sizes 
·  Synchronized upper and lower feed provides precise pattern-matching of fabric-panels 
·  Top & bottom feed rollers produce tensionless fabric handling and exact pattern matching     
·  Guarantees excellent sewing results of a wide variety of drapery fabrics 
Optional Accessories;  
·  Pneumatic guides to use the machine as a pattern matching panel joiner 
·  Edge guiding system to sew tunnels for Roman blinds/shades 
·  Extended Puller for Hems up to 180mm (7”) 
·  Includes 2 interchangeable hemmers double hems      

 
CCP Production Notes:  

Can join or hem over 450 Panels a day. 

·  Measurements: 18’ x 5.25’ 
·  Electrical 220v 1 phase 15 amps 
·  5 bar compressed air required   

 
CCP additional options:          
            
Extended puller for up to 180mm hems   
Option: Convert to a panel matching joining  
Option: Edge guiding system to sew RBS tunnels   
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EPS2200/BAS-434 …. Pleating& Tacker Machine    
  

Electronic, pre-programmed drapery hook feeder     
 

·  Uses the Patented Microflex synthetic pin 

·  Pre-programmed for hook-sizes of 2”, 3”, 4” 

·  Pre-programmed for spot tacking double & triple pleats 

·  Fully automatic curtain hook feeding device  

 with automatic adjustment. 

·  Quick-load hook container, stores up to 100 hooks 

·  Quick adjustable line laser for equal pleat distances  

 

 Production Notes:       

·  Can produce double or triple lined pleats  
·  Up to 1500 per 8hr day with 1 operator. 

  

·  Installed Microflex Pin Illustration           >  
 

        Save time speed production and installation 
 
  
          
 
 
 
 
 
   Available in 3 sizes    
  
   3 ¾”  95mm 

   3”         75mm 
   2 ¼”   55mm  
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PPS2200 Automated Pleater  
Automated Pinch Pleater Machine   

with Automatic Hook Feeder 
Detail Overview:  
Integrated micro-computer:      
Calculates the desired curtain-width      
Adjusts the pleat-section according to:  
Fabric width, finished width and number of pleats  
and the machine will do the following 5 steps: 
·  Spacing - pleats and Spaces between pleats 
·  Inserting - adjustable pin spaces between pleats 
·  Forming the pleat (double or triple) 
·  Sewing the pleat 
·  Finishing of the pleat tack in either a L or F tack 
Optional Accessories:  
·  Heavier US cylinder and foot for pleating with inte rlining and blackouts. 
·  Needle Cooler accessory option  

 Production Capacity  

·  Can sew complete double or triple lined pleats up to 1750 per 8hr day with 1 operator 
·  Seamless production and multi-panel pleating can be achieved by unskilled operator  

 

·  Needle Cooler Accessory Option available for heavie r fabrics  
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PPS2200i Automated Pleater with automatic indexer u nit  
Automated Pinch Pleater Machine  with Automatic Hook Feeder 

Highly advanced pinch pleating machine designed to execute all the steps in the pleating 
process, such as pleat calculation, machine setting, pleat folding, hook feeding, pleat stitching 
and pleat tacking. The pleat can be finished by a spot or L tack. 
 
5 steps completed automatically 
·  Spacing - pleats and Spaces between pleats 
·  Inserting - adjustable pin spaces between pleats 
·  Forming the pleat (double or triple) 
·  Sewing the pleat 
·  Finishing of the pleat tack in either a L or F tack 
Optional Accessories:  
·  Heavier US cylinder and foot for pleating with inte rlining and blackouts. 
·  Needle Cooler accessory option  

 Production Capacity  

·  Can sew complete double or triple lined pleats up to 1750 per 8hr day with 1 operator 
·  Seamless production and multi-panel pleating can be achieved by unskilled operator  

 

 
·  Needle Cooler Accessory Option available  
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B-872-3 Double Needle Lockstitch-with Auto Tape Fee ding Device    
    

·  Double needle lockstitch with puller  
·  Attach tape, Velcro or snap tape  
·  Equipped with tape reel and guide for high volume    
·  Save production time with large bobbin capacity 
·  Each machine setup to your specifications  
2 Double needle widths models available: 
·  From 3mm to 38mm 
·  Up to 68mm for larger tapes 
·  Fitted to customer’s requirements 

 
     
 
 
  38mm width available  

    
  68mm width   available  
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DECO-2000 High Performance motor driven drapery Iro ning Table  
       

·  Thermostatically controlled electrically heated conveyor surface 
·  Vacuum to draw evenly through the fabric and speed the finishing process 
·  Front & rear cloth troughs to protect the fabric from contact with floor  
Ergonomic Features to increase production and reduce fatigue 
·  Counter weight system to ease ironing movement 
·  6 degree tilt for ease of operation 
·  Foot pedal controlled automatic conveyor to easily handle heavy fabrics 

 
 
Production Notes;  
·  Produce 245 finished panel per day 
·  220 volts 3 phase 20 amps 
·  5 bar compressed air required 
 
 
 

 
DECO 2000 with Boiler complete package  
 
 
 
 
 
 
 

Sizes  
Iron and Boiler 280x60cm  
  (110”x24”) 
Iron and Boiler 320x60cm   
  (126”x24”) 
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EISENKOLB FAN FOLDER  

Save installation and production time  
·  Advanced curtain finishing machine 
·  Obtain beautiful regular pleats 
·  Increase the quality of your product 
·  Additional steam pulse facility to remove  
      creases and steam the bottom hem 
·  Temperature adjustable 150-230 centigrade 
·  Pneumatic control of the ironing/shaping 
·  Rack provides for 36 pleats 
·  5 mounting heights 
·  Dimensions 440 x 270cm 
·  Dimensions 14.4’ x 8.75’ 
·  16 kW steam generator 
·  220v 3 phase 63amp 
·  5 bar air pressure required 
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Hyproflex  Double Action Grommet Machine       
          

·  Hydraulic driven machine for cutting and pressing 
·  Save 50% in production with dual action cutting and pressing 
·  Depth guide adjustable to 3 ½” (90mm) to set drapery header 
·  Spacing adjusts from 3/8” to 3 5/16” (10mm to 85mm)    
·  Quick Change system for knife and punch 
·  Pneumatic foot pedal operated hold downs for fabric positioning 
·  Equipped with safety bar and shield and fabric trough 
Production Notes: 
 
·  Each machine setup to process 25mm and 40mm grommets 
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Airflex 2000  Single Action Grommet Machine       
          

·  Pneumatically driven machine for cutting and pressing   
·  Length guide adjustable from 3 1/8” to 9 7/16” (80mm to 240mm)    
·  Depth guide adjustable to 3 ½” (90mm) to set drapery header 
·  Fitted with adaptor for quick exchange of tools 
·  Equipped with safety bar and shield and fabric trough 
 
 
 
 
 
 
 
Production Notes: 
 
·  Each machine setup to process 40mm grommets 
·  Optional sizes at additional cost 
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A  RUMBA programmable rewinding, cutting and inspection machine to cut drapery panels. 
 The machine has a very stable welded steel construction and is suitable to support rolls up to 250 Lbs. 

Standard on the machine are a cradle with steel rollers, an inspection table, a programmable counter, 
an electric driven roller with variable speed control and a container for the cut pieces. 

�
TECHNICAL DATA:  
 

·  Cloth roll width      : 130”     
·  Max. cloth roll diameter   : 15” 
·  Winding speed    : 0 - 55 yards/min 
·  Working height    : 40” +/- 2” 
·  Maximum Roll weight  : 250 LBS 
·  Dimensions inspection table   : approx 145” x 28” 
·  Power consumption    : 1.5kW  208V  1Ph  60Hz 

 
INCLUDING:  
 

- A cradle equipped with 12 light running rollers and 2 adjustable side plates.  
- A horizontal inspection table covered with a hardwearing coating. 
- A programmable digital length measuring system provided with LED display, keyboard, preset function, 

extra counter to check the length of the roll, batch function, automatic machine stop, etc. 
- An electric driven roller for fabric transport. 
- An electric driven cutter for manual operation including accurate guiding rail, spiral cable and automatic 

start of cutter. 
- Container under the roller made of stainless steel to take the cut pieces. 
- A complete control cabinet with operation panel and foot pedal for start/stop operation. 
- A strong AC motor with variable speed control and adjustable acceleration and braking time. 
- Color RAL 70 35 (light grey). 
Operation and maintenance instructions in English.   

 
FOLLOWING OPTIONS ALSO AVAILABLE:  
Itemization of machine and options 
 
A2   An extra driven roller with adjustable side-plates to use the machine also for rewinding and inspection the 

fabrics before cutting.          
          
A3  Adjustable cross cutting line (+/- 2”).                    
 
A4 A 20mW line laser, complete with power supply and support.      
 
A5 A photo sensor for automatic machine stops at end of fabric            
A6 A nip roller for slippery fabrics.                            
A7   Joystick control for speed and direction.                           
A8 Adjustable electric driven slitter (Kuris Novita) mounted on an aluminum guiding profile above the table. 
A9 Back lighting (130” x 15”) built into the inspection table 
A10 A driven cradle with separate motor and electric clutch for machines with an edge control 
 

Other ASCO machines available for shades, screens and awnings at www.ascobv.com  

 

 


